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The markings on drums shall be orange and white

stripes 4 to 6 inches wide.  There shall be at

least two orange and two white stripes.  Where

drums have ribs or indentations, there shall be

no retroreflectorized sheeting in this area.

This space shall be no more than 2 inches wide.

The drum surface shall be prepared as recommended

by the sheeting manufacturer before retro reflective

sheeting is applied
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SYM
R. = 240"

R. = 250"

R. = 625"

Barricade Blade Detail

Ballast = 45lb sandbag at the end of each leg.

Barricade blade fastened to vertical supports with 2" corner bolts.

Vertical potion of leg is welded to horizontal portion on all four sides.

Masts slide inside vertical portion of legs. No bolts or fastenings devices used.
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See Detail B

See Detail A
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 A307 bolt

A307 bolt

Spice Plates

(See Detail)

þÿ�1���"� �B�a�s�

DETAIL A

þÿ�1���"� �T�u�b
 A307 bolt

A307 bolt

þÿ�1���"� �B�a�s�

DETAIL B

Spice Plates

(See Detail)
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 A307 bolt
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SPLICE PLATE

Varies

fRONT VIEW END VIEW

BARRICADE ASSEMBLY DETAIL

(Use when aluminum blade 

as detailed above)

Number of retroreflectorized rail faces;
   
   Type I  - 2 (One each direction)

   Type II - 4 (Two each direction)   
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Support
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  Holes
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Support
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BARRICADE ASSEMBLY DETAIL

(Use when Plastic I-Beam w/

þÿ�1���"� �H�o�l�l�o�w� �C�

1" x 8" x72" wood boards.

Retrore-

flectorized

Retrore-

flectorized

2’ Min.
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6" 6"
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DELINEATOR

REFLECTOR

3"x8"- 18 Gauge galvanized 

steel sheet or 0.080" aluminum 

plate with white retroreflective

sheeting (Type 3A or 3B) as 

specified in section 894 of 

the Standard Specifications.

ACRYLIC

 PLASTIC

REFLECTOR
Delineator reflector shall

meet the requirements of 

section 894

White retroreflective

material for night

time use.

White

reflective
Orange

retroreflective

Orange

non-retroreflective

DELINEATOR

DRUM

VERTICAL

PANEL
(Retroreflective sheeting 

shall be placed on both sides)

NOTE: Vertical panels used on the 

expressways or other high speed

roadways shall be 12" by 24"

White retro-
reflective material
 for night time use

   Type III- 6 (Three in each direction)

Pavement
or ground

Rail stripe width shall 

be 4" if barricade 

length is less than 36".

Pavement

or ground
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BARRICADE DETAILS AND CHANNELIZING DEVICES

MARK S GAYDOS
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06-08-88  Barricade type III
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06-09-95  Reflective sheeting

03-01-02  Barricade type III

          assembly details

04-01-02  Type III barricade

12-01-04  PE stamp added 
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